
HERITAGE HOME PROGRAM 

Concrete Paving Installation 
 

Loan Applications Must Include: 

 Contractor Written Estimate 

 

Contractor Written Estimate Must Include: 

 Contractor Name, Address, Phone Number, and Date 

 Overall Square Footage of the Work 

 Site Plan Sketch or Marked-up Photo Showing Limits of the Work  

 Concrete Mix Design: Components and 28-day strength  

 Concrete Pour Depth and Dimensions 

 Gravel Bed: Depth and Materials  

 Concrete Reinforcement: Type and Size 

 Concrete Finishing: Type 

 Control Joints: Spacing and Depth 

 HHP's Standard Concrete Estimate Addendum 
 

 

HHP Minimum Design Standards: 

 All work must be done in compliance with local/state building codes.  

 Contractor is responsible for obtaining all required permits and inspections. 

 Contractor is responsible for obtaining any engineering design services 
required by the building codes for concrete work. 

 Concrete 28-day Compressive Strength: 3,500psi minimum 

 Concrete Slab on Grade Depth: 4” minimum 

 Concrete Driveway Apron Depth: 6” minimum 

 Gravel Bed: 4” deep minimum 

 Concrete Slab Reinforcement: 6x6 steel mesh minimum 

 Fiber-reinforced concrete is NOT permitted in lieu of steel reinforcing. 

 Slope: Paving shall be pitched 1/4-inch per foot away from structures.  

 Layout: Do not dead end or abut any section of driveway into a building 
foundation without providing adequate slope and/or a curb to direct water 
away from the foundation. 

 Control Joints: Control joints, running from one side of the driveway to 
another, shall be cut at least 1” deep, and shall be evenly spaced no more 
than 10 feet apart.  A 1” deep control joint shall be cut the entire length of 
the driveway, down the center.   

 All joints between new and old concrete slabs on grade must be saw-cut. 

 Minimum temperatures for concrete work: 40 degrees F for 3 days. 
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HERITAGE HOME PROGRAM 

STANDARD CONCRETE PAVING ESTIMATE ADDENDUM 

 

 

 

CONTRACTOR NAME: ______________________________________________________ 

 

HOMEOWNER NAME: ______________________________________________________ 

  

PROPERTY ADDRESS: ______________________________________________________ 

 

CONCRETE PAVING AREA (SQUARE FEET): _______________________________ 

  

 

SCOPE OF WORK CLARIFICATIONS (check all that apply*): 

 

The CONTRACTOR shall provide all required permits.  

 

Concrete Slab shall be 4” minimum, sloped away from all adjacent structures 1/4” per 

foot minimum to drain. Contractor shall not dead end or abut any section of driveway 

into a building foundation without providing adequate slope and/or a curb to direct water 

away from the foundation 

 

Concrete Apron and Sidewalks shall be 6” thick minimum. 

 

Gravel Bed shall be 4” deep minimum. 

 

Concrete reinforcing: Contractor shall provide welded wire mesh reinforcement (fiber 

reinforcing alone is NOT permitted). 

 

Control joint spacing shall not be more than 10 ft maximum in any direction. 

 

Joints between old and new concrete will be saw-cut. 

 

Selected concrete finish: ________________________________________________ 

 

The CONTRACTOR shall provide a 1-year labor and materials warranty against 

installation or material defects which result in large cracks (1/8 inch wide or more), deep 

spalls (1/2 inch deep or more), and/or displacement of the slab (1/2 inch or more). 

 

 

 

TOTAL CONTRACT SUM: $________________ 

 

 

 

________________     __________________________________ 

     Date      CONTRACTOR Signature 

 

*Any boxes left unchecked must be reviewed and approved by the Homeowner and HHP. 
 


