
HERITAGE HOME PROGRAM 

Detached Garage – New Construction  
 

Loan Applications Must Include: 

 Contractor Written Estimate 

Contractor Written Estimate Must Include: 

 Contractor Name, Address, Phone Number, and Date  

 Overall Square Footage of the Work 

 Cost of Demolition and Site Preparation 

 Schematic Site Plan: 
o Site plan sketch or marked-up photo showing garage location, 

including overall dimensions and depth 
o Drainage plan (roof and slab) 
o Concrete or asphalt paving tie-in, overall dimensions 

 Gravel bed materials: Type and size 

 Concrete foundation and slab on grade: Mix design and strength 

 Sheathing: Type, thickness, and Grade 

 Siding: Type and Manufacturer 

 Windows (if any) and Access Door: Type and Manufacturer 

 Garage Door: Type and Manufacturer 

 HHP's Standard Garage Estimate Addendum 

 

HHP Minimum Design Standards: 

 All work must be done in compliance with local and state building codes.  

 Contractor is responsible for obtaining all required permits and inspections. 

 Minimum Concrete Strength: 3,500 psi 

 Minimum Roof Slope: 3.5 inches rise / 12 inches run  

 Wall Sheathing (minimum): 1/2" CDX plywood over 16” o/c wall studs, 

 Roof Sheathing (minimum): 1/2" CDX plywood over 16” o/c rafters or 5/8” 
CDX plywood over 24” o/c rafters with H-clips 

 Concrete Curb: CONTRACTOR shall provide a concrete curb along the 
perimeter of the garage that is at least 6” above finished grade on all sides 
and 6” wide.  

 Finish Grade Clearances: Topsoil and/or landscaping shall be held at least 
6" below siding/framing. Concrete paving shall be held at least 2" below 
siding/framing. 

 Contractor must comply with HHP Minimum Design Standards (not all listed 
here). Go to https://www.heritagehomeprogram.org for more 
information.
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https://www.heritagehomeprogram.org/


HERITAGE HOME PROGRAM 

STANDARD DETACHED GARAGE ESTIMATE ADDENDUM 

 

 

CONTRACTOR NAME: ______________________________________________________ 

 

HOMEOWNER NAME: ______________________________________________________ 

 

PROPERTY ADDRESS: ______________________________________________________ 

 

GARAGE DIMENSIONS (FEET x FEET): _______________________________ 
  

 

SCOPE OF WORK CLARIFICATIONS (check all that apply*): 

 

The CONTRACTOR has visited the site and carefully reviewed site conditions. 

 

The CONTRACTOR shall provide all required permits.  

 

Concrete Slab: CONTRACTOR shall provide a 4” minimum slab, sloped away from all 

adjacent structures 1/4” per foot minimum to drain.  

 

Gravel Bed: CONTRACTOR shall provide a 4” minimum gravel bed under concrete. 

 

Concrete Reinforcing: CONTRACTOR shall provide welded wire mesh reinforcement 

(fiber reinforcing alone is NOT permitted). 

 

Concrete Curb: CONTRACTOR shall provide a concrete curb along the perimeter of the 

garage that is at least 6” above finished grade on all sides and 6” wide.  

 

Finish Grade Clearances: CONTRACTOR shall account for finish grade locations in the 

final design. Topsoil and/or landscaping shall be held at least 6 inches below 

siding/framing. Concrete paving shall be held at least 2 inches below siding/framing.  

 

Sheathing: CONTRACTOR shall provide 1/2" sheathing boards for walls and roof with 

framing at 16” on center. If using trusses at 24 inches on center, Contractor shall provide 

5/8" sheathing boards with H-clips. 

 

Drainage: The CONTRACTOR shall inspect or test existing drainage lines to ensure 

proper flow before connecting any new downspouts or driveway drains. 

 

The CONTRACTOR shall provide a 1-year labor and materials warranty for all work and 

a 5-year labor and materials warranty for new siding and roofing. 

 

 

TOTAL CONTRACT SUM: $________________ 

 

 

________________     __________________________________ 

     Date      CONTRACTOR Signature 

 

*Any boxes left unchecked must be reviewed and approved by the Homeowner and HHP. 


