
HERITAGE HOME PROGRAM 

Basement Exterior Waterproofing  
 

Loan Applications Must Include: 

 Contractor Written Estimate 

 

Contractor Written Estimate Must Include: 

 Contractor Name, Address, Phone Number, and Date 

 Site Plan Sketch or Marked Photo Showing Limits of the Work  

 Overall Linear Footage of the Work 

 Masonry Repair Materials: Type and Manufacturer 

 Waterproofing Materials: Type and Manufacturer 

 Labor & Materials Warranty: Ten (10) years minimum 

 HHP's Standard Waterproofing Estimate Addendum 

 

HHP Minimum Design Standards: 

 All work must be done in compliance with local and state building codes.  

 Contractor is responsible for obtaining all required permits and inspections. 

 Locate all utilities prior to excavating (call Ohio 811). 

 Do not locate excavation equipment or excavated materials in such a 
manner that may damage or overload the surrounding structures. 

 Wall Preparation: Walls and footers should be scraped clean of dirt and 
loose material. Fill all holes and cracks and parge walls as needed with 
historically appropriate mortar.  

 Footer Drain Lines (Perforated Pipe): Set drain tile on 2-inch bed of gravel 
holes facing down. Connect to existing foundation drainage system at base 
of the wall.  

 Downspout / Storm Sewer Lines (Solid Pipe): Replace buried downspout 
drain lines uncovered during the course of the work (if any). Connect new 
downspout lines to the existing storm sewer drainage system. Do NOT 
connect any downspouts to perforated pipe or segmented foundation 
drain tiles. This will cause water leakage in the basement.  

 All drain lines should have 1.0% to 1.5% slope for water flow. Verify proper 
drainage of all lines prior to backfilling. Install cleanouts per code.  

 In areas to be backfilled, remove all trash, demolition debris, and organics.   

 Place new gravel backfill in layers (12 inches deep maximum, compact 
each layer) up to 12 inches of grade. Separate stone from top soil with filter 
fabric. 

 Bring all areas to be landscaped to uniform grades with no low spots.  

 Slope grade away from structures 1/2 inch per foot minimum for drainage.   

 Maintain code required clearances between top of grade and exterior 
siding, window sills, and door thresholds.
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HERITAGE HOME PROGRAM 

STANDARD BASEMENT WATERPROOFING ESTIMATE ADDENDUM 

 

 

CONTRACTOR NAME: ______________________________________________________ 

 

HOMEOWNER NAME: ______________________________________________________ 

  

PROPERTY ADDRESS: ______________________________________________________ 

 

WATERPROOFING (LINEAR FEET): ___________________________________________ 

  

SCOPE OF WORK CLARIFICATIONS (check all that apply*): 

 

The CONTRACTOR has visited the site and carefully reviewed site conditions. 
 

The CONTRACTOR shall provide all required permits.  
 

Masonry Repairs: CONTRACTOR shall NOT use any high-strength mortars or parging 

materials that are inappropriate for the original masonry (Type N or O is recommended).  
 

Waterproofing: CONTRACTOR shall provide waterproofing membrane that complies 

with Section 406.2 of the Residential Code of Ohio (dampproofing is NOT permitted). 

 

WATERPROOFING PRODUCT NAME: ____________________________________ 
 

Backfill and Grading: CONTRACTOR shall place new gravel backfill in layers (12 

inches deep maximum and compact) up to 12 inches of grade. Separate stone from top 

soil with filter fabric. CONTRACTOR shall bring all areas to be landscaped to uniform 

grades with no low spots and slope grade away from structures 1/2 inch per foot min.  
 

Finished Grade Clearances: Topsoil and/or landscaping shall be held at least 6 inches 

below siding/framing/wood sills. Concrete paving shall be held at least 2 inches below 

siding/framing and 4 inches below window and door sills. If the grading requirements 

above can NOT be met for any reason, CONTRACTOR shall provide other site drainage 

solutions and/or waterproofing measures such as window wells. 
 

Site Restoration: CONTRACTOR shall discuss all aspects of site restoration with 

homeowner and advise what is and is NOT included in the Contract Sum.  
 

Drainage: The CONTRACTOR shall inspect and/or test existing drainage lines to ensure 

proper flow before connecting any new foundation drains or downspout drain lines. 
 

The CONTRACTOR shall provide a 10-year labor and materials warranty against 

leakage for basement waterproofing. 

 
TOTAL CONTRACT SUM: $________________ 

 

 

________________     __________________________________ 

     Date      CONTRACTOR Signature 
 

*Any boxes left unchecked must be reviewed and approved by the Homeowner and HHP. 


